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NOTES:

1.
2.
3.

CLASS "A" STONE
8 IN. MIN. DEPTH

PROVIDE TURNING RADIUS SUFFICIENT TO ACCOMMODATE LARGE
TRUCKS.

LOCATE ENTRANCE(S) TO PROVIDE FOR UTILIZATION

BY ALL CONSTRUCTION VEHICLES.

MUST BE MAINTAINED IN A CONDITION WHICH WILL PREVENT
TRACKING OR DIRECT FLOW OF MUD ONTO STREETS.

PERIODIC TOPDRESSING WITH STONE WILL BE NECESSARY.

. ANY MATERIAL TRACKED ONTO THE ROADWAY MUST BE

CLEANED UP IMMEDIATELY.
LOCATE GRAVEL CONSTRUCTION ENTRANCE AT

ALL POINTS OF INGRESS AND EGRESS UNTIL SITE IS STABILIZED.

PROVIDE FREQUENT CHECKS OF THE DEVICE AND TIMELY
MAINTENANCE .

. NUMBER AND LOCATION OF CONSTRUCTION ENTRANCES TO

BE DETERMINED BY THE ENGINEER.

. USE CLASS 'A' STONE OR OTHER COARSE AGGREGATE APPROVED

BY THE ENGINEER.

NOTE: PLACE FILTER FABRIC BENEATH STONE
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